[MODEL

G32P-60NC  [G32P-100NC  [G32P-150NC

{Max. Swing over bed

12.598"(320mm)

24" (600mm) 40" (1000mm) _ [60"(1500mm)

Max. grinding length
Max. grinding O.D.

12" (300mm)
[Max. workpiece weight 330Ibs _ (150kg)
Spindle Speed 30-350
VWORKHEAD Swivelling angle 90 deg. CCW
Spindle Center MT4 (option MT5 , 5C)
Spindle rotation Dead and live spindle
Table speed 1-1/5" - 275 ipm  0.030-7 m/min
TABLE Table handwheel per revolution 0.39" (10mm)
Table swivel angle(CCW/CW) 9° /9 | /7 | 5 /5
Table min. traverse length 0.3"(7.62mm)
Grinding wheel speed Standard 1650 rpm
Grinding wheel(O.DxI.DxW) 167%2°x5"  (405x50x127mm)
Max. periphery speed 6480 F.P.M(1980m/min)
Max. infeed travel 9" (225mm)
WHEELHEAD  [Max. swivel 30deg. CCW or 30deg. CW
Traverse grind " " s
 [Min/Max increment 0.0001"~0.09997(0.001~0.999)
Plunge grind Min/Max feed rate 0.00001~0.04 I.P.M
Auto increment infeed 0.0001"~0.0999" (0.001~0.999mm )
) TAILSTOCK Quill travel 17(25.4mm)
Center M.T.4
Wheel spindle motor 5.6kw(7.5HP)
Workhead motor 1.5kw(2HP)
Hydraulic motor 1.5kw(2HP)4P
MOTER Coolant pump 0.2kw(1/4HP)4P
internal grinding attachment motor 1.5kw(2HP)2P
(option)
Wheel head Servomotor 1.33HP(1kw)
GRINDING Diameter=xWidthxBore W405x50xp127 (Y16~ %27 x5”)
WHEEL Wheel speed 1650rpm
INTERNAL Spindle speed 12000/18000rpm _or 25000rpm
GRINDING Max. grinding bore 1.18"-3.94"(30-100mm}) or 0.79"-1.97"(20-50mm)
SPINDLE Max. grinding length 4.33"(110mm) or 2.17"(55mm)
Max. chucking length 12-2/5" {315mm)
Max. chucking diameter 150mm (67)
MACHINE Net weight (approx) 3800kg 4700kg 5300kg
{8580Ib ) (10340Ib) (11660Ib )
Gross weight (approx) 4300kg 5100kg 5800kg
(94601b) (11220Ib ) (12760lb)
Packing dimension 302x230=200 302x230%200 433x236x200
(LxWxH) (119”7 x90” x79” ) (1197 x90” x79”)| (170" x90” x79”
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